
Part Number System 

1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 
Series Name Capacitance Capacitance 

 Tolerance 
Rated  

Voltage 
Case Size Configuration Special 

Requirements 

Capacitance 
(µf) 

Code 

0.1 0R1 

0.47 R47 

1 1R0 

2.2 2R2 

22 22R 

220 221 

2200 222 

22,000 223 

Cap. Tol. 
(%) 

Code 

+/- 20 M 

+/- 10 K 

-10/+50 T 

-10/+75 U 

-10/+100 W 

Special X 

Rated 
Voltage 

Code 

6.3 6R3V 

10 010V 

16 016V 

25 025V 

35 035V 

50 050V 

63 063V 

100 100V 

160 160V 

200 200V 

250 250V 

315 315V 

350 350V 

400 400V 

450 450V 

500 500V 

** See note See page 4 ***See note 

**Case Size: Case code will always use 4 characters. If size uses decimal, always round down. For example: 
6.3x11 case size will read 0611, 12.5x25 case size will read 1225, and 16x31.5 case size will read 1631. 

*** Special Requirements: These fields are for special requested adders including epoxy end seal, special 
lead spacing, special terminals, etc... 

Converting old part number system 
Please contact Richey Capacitor or your local Richey representative for conversion. 
 

*See note 

*Series name: See List of Products for series name. 

 

     Richey 


